
Tech Lowdown



Super-Silent Power

The iPower2 will feed your system’s circuits 
with ultra-quiet, clean power at both the input 
and the output stages.

The new iPower boasts improved components 
and thicker gauge wiring to deliver improved 
output/input noise suppression. 

It's more than 10 times quieter than most 
audiophile power supplies. 

It comes in 5V, 9V, 12V or 15V. Each voltage is 
individually available for you particular region 
and includes a reverse polarity adapter for 
centre pin negative products. 



Active Noise 
Cancellation II

The iPower2 uses our improved Active 
Noise Cancellation II to actively cancel all 
incoming noise. 

It generates a signal identical to that of the 
incoming electrical noise but in the 
opposite phase. This actively cancels it out 
– just like noise cancelling headphones



Specifications

Input AC 100 -240VAC

Output 5V/2.5A  |  9V/2.0A  |  12V/1.8A  |  15V/1.2A

Output Plug 3.5x1.35mm  |  4.0x1.7mm  |  4.8x1.7mm  |  5.5x2.1mm 
5.5x2.5mm  |  Reverse Polarity Plug (White)

Noise Floor ~1uV

Dimensions
82 x 43 x 43mm

3.2″ x 1.7” x 1.7”

Weight 165g  |  1.2lbs  (with cable)
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