
Supra SA90+ & SA90-
90° angled HDMI adapter developed for e.g. wall mounted TV-set where there is limited space and risc for 
cable damage. 

Features and benefits
• 90° angled - freedom of installation
• Shallow depth - allows for TV mount close to wall
• 24K gold plating and 100% shielded - makes up for maximal signal integrity
• Support HDMI Ultra High Speed and Ethernet (2.1) - provides for latest transmission technology and 

functions

Standard:   HDMI 2.1, Ultra High speed HDR
Jacket:    PVC GA78
Colour:  Anthracite grey
Functions:  eARC, HDR, Ethernet channel
Max resolution:  8K @ 60 Hz
Bandwidth:   48 Gbit/s
Packing:   Blister 13x8x2cm

Can be used with both straight and angled HDMI cables.
Shell angled:  *1) Accessory. Met-B fully shielded in Aluminum
Installaion braid: *1) Accessory, incl angled Met-B shell set

SUPRA ADAPTER HDMI ANGLED 
HDMI-adapter left & right
Gauge: 0.09mm2  / AWG 28
Rev. date: 2023-11-07
Customs tariff no: 8536901000
Country of origin: Taiwan

• 90° angled - freedom of installation
• Supports maximal resolution: 8K/HDR 7680×4320@60Hz
• Approved by HDMI´s Accredited Testing Center
• Shallow depth - allows for TV mount close to wall

PRODUCT    Qty Part.no  EAN-13  E-no          Crt  Weight
HDMI F-M SA90+ ADAPTER 1PC 1011001284 7330060202827 6243249 10   0,05
HDMI F-M SA90- ADAPTER 1PC 1011001292 7330060202834 6243248 10   0,05
INSTALL KIT MET-B/BRAID 1PC 1011001193 7330060202506 6221477        0,03
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