
SPECIFICATIONS

TANGENT PREAMP II FEATURES

• BLUETOOTH  

• OPTICAL IN

• RCA PHONO/LINE IN 

• AUX INPUT

• XLR OUTPUT

  
Frequency response: 20Hz - 20KHz 
Supported sample rate: 192 kHz, 24-bit
Standby consumption: <0.50W (EUP 2013)
Input: Bluetooth v5.0 Aptx HD
  Optical 
  AUX 3.5mm jack
  Phono/RCA line input
Output: XLR Balanced
  RCA 
  Sub out RCA 
  Headphone
Finish: Black 
Mains power:  110-240V  
Dimensions (without feet): 195x194x70mm (WxDxH) 
OverBox dimensions: 350x285x395mm 
OverBox weight (G/N): 6.0kg / 5.16kg (3pcs/ctn) 
Retail dimensions: 330x260x120mm (WxDxH) 
Retail weight (G/N): 2.0kg / 1.72kg

Tangent preAmp II brings new life to your old amplifier or 
active speakers. With the choice of both analogue, digital 
and wireless sources you can now connect the newest 
technologies via the preAmp II. 

Tangent PreAmp II comes with a stylish remote for easy 
control. 

The perfect match is the Tangent Power Ampster II.
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